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CROSSWALK DETAIL

PROPOSED PEDESTAL

POLE LOCATIONS

NW CORNER STA. 126+11,
NW CORNER STA. 125492,
NE CORNER STA. 126+09,
NE CORNER STA. 125499,
SW CORNER STA. 124456,
SW CORNER STA. 124+75,
SE CORNER STA. 124453,
SE CORNER STA. 124470,
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A. INSTALL 5 FT. BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON AND SIGN
(ORIENTED PARALLEL TO CROSSWALK). NOTE: INSTALL 1-3 IN. CONDUIT BEND
IN POLE BASE. FOUNDATION SHALL BE FLUSH WITH SIDEWALK. CLEAN. CUT,
GALVANIZE AND CAP SIGNAL STRUCTURE.

B. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

C. USE EXISTING HANDHOLE.

D. REMOVE EXISTING PEDESTAL POLE., PUSHBUTTON AND SIGN. CAP AND
ABANDON EXISTING CONDUIT. REMOVE FOUNDATION 12% BELOW GRADE.

E. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED.
F. REMOVE EXISTING PAVEMENT MARKINGS.

G. INSTALL 12 INCH WHITE HEAT APPLIED PERMANENT PREFORMED
REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS.

H. INSTALL 24 INCH WHITE HEAT APPLIED PERMANENT PREFORMED
REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS.
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SIGNALS TO REMAIN NOTE :

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
22.23.24, PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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TES==maa GENERAL NOTES

REFER TO GENERAL INFORMATION SHEET

SPECIAL NOTES
REFER TO ROADWAY PLANS FOR SIDEWALK DETAILS.

REFER TO SIGNING AND PAVEMENT MARKING PLANS
FOR SIGNING AND PAVEMENT MARKING DETAILS
OTHER THAN THOSE DETAILED ON THIS SHEET.

e
AN CONSTRUCTION DETAILS (CONT.)
INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT -~ BORED.

. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT -

BORED. DISCONNECT., PULL BACK AND REROUTE
EXISTING FIBER OPTIC CABLE FEEDING CCTV CAMERA.

EXISTING GROUND MOUNTED SIGN TO BE REMOVED.
REFER TO SIGNING PLANS FOR DETAILS AND

STATE OF MARYLAND
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STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

GEOMETRIC LEGEND I. USE EXISTING CONDUIT. EXIsTING
_________ EXISTING OVERHEAD V
PROPOSED J. REMOVE EXISTING SIGNAL HEAD. N. REAIM EXISTING VIDEO DETECTION CAMERA. CR@%&E%%@Q%DM}
UTILITY LEGEND K. USE EXISTING SPAN WIRE. INSTALL LED SIGNAL 0 IN LL W
SGD SGD STORM [IJSAIN HEADS AND SIGNS. ONSEQISTITEB g?EMEOPSLE‘?DESTRIAN SIGNAL HEAD
GAS MA )

W WATER MAIN L. PROPOSED VIDEO DETECTION ZONE. INSTALL 12”7 i V . Rummel, Kiepper & Kahl,LLP
——SAN—-—5AN —— SEWER MAIN BEHIND STOP LINE. P EE?%T%NEXéSLéB?TﬁANDHDLE CAP - AND ABANDON 81 MOSHER STREET | BALTIMORE, MO 21217

E L i ilég?lﬁ I EAECEEES TING CDE PH: {410) 7232600 FAK: (410) 7285160
— - M. REMOVE EXIS PEDESTAL POLE., PEDESTRIAN SIGNAL

T T TELEPHONE CABLES HEAD, PUSHBUTTON AND SIGN, CAP AND ABANDON Q. éBXBET EXISTING HANDHOLE TO FINAL SIDEWALK

F F FIBER-OPTIC EXISTING CONDUIT. REMOVE FOUNDATION 12" BELOW GRADE.
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